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Model: VJ-50

Remote Monitor
Alarm Message

VJ-50 Exterior Overview Series 6.2, 480 or 380V-3ph

Portable Vacuum Jet Dehydrator
V]J-50 Vacuum Jet Dehydrator Features:

Capable of removing dissolved water from 10,000 ppm or 1% down to less than 50 ppm.

Water dehydration can be continuous or batch mode for more effective water removal.

Automatic operation by Programmable Logic Control (PLC) with Micro SD memory card.

mail & SMS text messages to

control can be accessed through web browser from smart phones or laptop computer

M2M (Machine to Machine) Networking Capability to communicate through CAT 5

Mobile Cellular Router with Static IP Address SIMM to connect to several machines
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MS1 Moisture Sensor for

Controlling Water Dehydration &

Real Time Water Monitoring
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I <BACK MS1 WATER READING NEXT>
5 MS1 Water in Oil (AW‘) for Tur‘iﬂe‘d C‘)H‘ i OilPure Remote 1.
Control
’ —Water Breakdown_— Remote Monitor 2. Remove approximately 3/4 quart (750 cc) of dissolved water per hour.
PR RN RS Alarm Message
A Mm on iPhone 3.
v \ 4. Moisture Sensor (MS1) automatically controls water dehydrating time. The
\ dehydrated discharge oil from VJ-50 will contain less than 100 ppm of water.
S e MSI reads water in both ppm and % of AW (Water Activity)
= = _ 5. Internal water dehydrating tank batch size is 30 gallons in the VJ-50 unit.
Faciory Set at50 AW (580 minutos = 9,66 hr) q  MobleRouter  LANLine 6.  Water starts to dehydrate at low oil temperature from 140 °F to 160 °F
HVEVAAE%\TG 35.0 AW w;xrsg;u\m DIGI Transport r\gv(f\i/(v:grl;g) (60 °Cto71 oC).
PLC Display for Water Monitoring - 7. 5.4 GPM Dehydrating flow rate with 18 GPM pump capacity.
8. Digital temperature control with high temperature alarm.
TOP VIEW 9. 10 KW electric heater with 14 watts/sq. inch density.
A dv‘!lrﬁﬁf;s ﬁ:ggﬁ%ﬁg::‘s 10. Water breakdown alarm when there is excessive water content in equippment
to PLC by Mobile Cellular oil reservoir.
11. Variable Speed Drive (VSD) motor controls precision for oil flow and oil pressure.
FC-1 i 12. 3.5” LCD digital touch screen display for operational messages with
L C5
5 Micron PrezFiItration 13 NEMA 4 enclosure.
o 14. Dry weight is about 600 pounds (272 kgs).
Suct%r?{iglel -+ Dimension 29” W x 60” Lx 53” H.
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Specifications are subject to

change without notice.



