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TOP VIEW

DT-100 Water Separator
with Automatic Free Water Drainage

1. Remove 100% of all free water from lubricating oils and 
allow dissolved water (0.3% - 0.5%) in the oil for further dehydration.

2. Drain 20 gal per hour of free water for continuous automatic 
free water separation. Each free water drainage is 5 gal per cycle.

3. Water is separated by the special design plastic pack media that 
provides high surface are in the form of uniformly spaced rods with 
no narrow joint.

4. 300 square foot of surface area for excellent water separtion.
5. 25 Gallon free water separating tank capacity
6. 50 Gallon secondary baffle tank for more efficient separation.
7. Dual water sensors that detect water emulsion layer on oil and 

automatically drain free water on a continuous operation.
8. Proprietary software program allows Dual Water Sensors 

to become smart sensors and be able to detect different 
degree of water & oil emulsion.

9. Bio-filtration in media pack that creates the balance of
micro organisim growth in the settled waste water.

10. 1 KW Immersion heater with thermostat set at 125 °F to help 
thinning oil interface layer for effective water separation.

11. Solenoid actuator drain valve with saftety lock automatically 
discharges free water from DT-100.

12. Air diaphragm pumps for dirty oil pump in and clean oil pump out 
operation. Both pumps run independently and controlled by oil level 
switches with high oil level safety alarms.

13. Digital Programmable Logic Module (PLM) with FLASH 
memory and 1.5" message display for automatic operation.

14. Dimension 28"W x 42"L x 74"H, about 500 pounds (227 kgs).

Option:

1. FC-4 Pre-filtration unit to inprove oil separation and filter large
particulate prior to oil purification process. The DT-100 and optional 
FC-4 unit intends to replace convention expensive high speed 
centrifuge unit that requires high maintenance.

EXTERIOR VIEW FOR DT-100 Series 4
DT-100 Water Separating Features

Specifications are subject to change without notice.
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Solenoid Valve for
Water Drainage
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Batch-to-Batch Flow Diagram
DT-100 Series 4.2 Oil & Water Separator

Batch-to-Batch Free Water Removal
from Dirty Oil Tank or Underground

Pit for Oil Recycling Application
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Continuous Flow Diagram
DT-100 Series 4.2 Oil & Water Separator
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