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MS1 Moisture Sensor is an
On-Line monitoring for water

content in the oil in ppm.

MS1 Moisture Sensor Probe

OS1 Oil Sensor is an On-Line oil quality
monitoring for oil oxidation level which

determines when to change new oil, and
measures oil additive depletion level.

OS1 Oil Sensor Probe for Oil
Oxidation & Oil Additive Depletion
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Water Content
(ppm)
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 10,000 (1%)
 20,000 (2%)
30,000 (3%)
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Recycle
Capacity
gal/ day

389
320
244
182
145
121

Water Total Dehy. MB
Content Batch Time PurePack

No. (%) (minutes) Batch Time
40 gal for 40 gal (minutes)

1 0.05% 4 144
2 0.3% 36 144
3 1.0% 92 144
4 2% 172 144
5 3% 252 144
6 4% 332 144

AST-50 with DT-100 Operation Includes:
1. DT-100 Free Water Separator

- 100% Free Water Separation
- Ultrasonic Sludge Separator (not applicable to explosion proof model)
- WS1 Dual Water Sensors to drain 5 gal of free water or 20 gal per hour capacity.
- Count number of free water ingression rate into oil reservoir.
- Free water is drained out automatically.

2. VJ-150 Vacuum Jet Dehydration
-   Capable of removing dissolved water from 10,000 ppm or 1% down to less than 50 ppm. 
- Remove approximately 1 quarts (900 cc) of dissolved water per hour.
- Water dehydration can be continuous or batch mode for more effective water removal.
- Moisture Sensor (MS1) automatically controls dehydrating time and it will make sure that 

dehydrating operation continues until water is less than 100 ppm. With MS1, the discharged 
clean oil always contains less than 100 ppm of water.

- Water dehydrating tank batch size is 20 gallons in AST-50 unit.
- Water starts to dehydrate at low oil temperature from 145 °F to 155 °F (62 °C to 68°C).
- 12 GPM Dehydrating flow rate with 52 GPM pump capacity.
- 10.5 KW electric heater with 14 watts/sq. inch density.

3. FC-1 Pre-Filtration
- 5 Micron pre-filter aftere DT-100 free water separation.
- Four pieces of C-5 filter elements installed in FC-4 filter unit.
- C-5 Filter element size: 7" dia. x 32" long
- 2 GPM Pump capacity for FC-1.

4. MB-50 PurePack Oil Purification
- Particulate removal down to 1 to 3 micron or get ISO 16/14/11 to ISO 15/13/10 

oil cleanliness.
- PurePack chemical filter can absorb emulsified water down to less than 

100 ppm from 1,500 ppm.
- Remove oxidation by-products causing high acidity reading in 

Total Acid Number (TAN).
- 50 GPH flow capacity with over 90% filtration efficiency.

5. AST-50 System Operation (AST-50 = FC-1 + VJ-150 + MB-50)
- Dual oil purification in both PurePack chemical treatment with oil dialysis and 

Vacuum Jet Dehydration for excessive water dehydration.
- PurePack oil dialysis and vacuum Jet dehydration time can be set according to 

excessive water content and particulate oil contamination. 
- Both continuous and batch-to-batch oil purification can be programmed to fit 

various degree of  oil contamination for full automatic operation.
- Full automatic operation to draw dirty oil from pit and deliver dehydrated oil to 

oil tank or equipment oil reservoir. 
- Automatic shut down by pressure switch and timer switch with dual high 

temperature alarms in both PurePack operation and Vacuum Jet dehydration.
- 3.5" LCD graphic digital touch screen display operation. NEMA 4 enclosure
- Automatic operation by Programmable Logic Controll (PLC) with built-in memory.
- IoT MINI SCADA monitoring system with Remote Control from smart phones.
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AST-50 & DT-100 Continuous
Operating Mode

(Leaked Recovery Oil Dialysis)

AST-50 with PurePack 244 gal per
day or 25 days Oil Contamination

Turnover. When Water Content is 1%
in a 1,000 gal Oil Reservoir.
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